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EXPLANATION OF SYMBOLS
CASTROL XL in summer, CASTROLITE in winter. High-quallty CASTROL HYPOY CASTROLEASE LM CASTROL HI-PRESS
mator oils recommended for the engine. CASTROLITE being GEAR OIL. A powerful GREASE. Recommaended GEAR OIL. Recomman-

for the chassis lubrica-
tien, Propelar shak
splines and wheel hubs.

ded for the propaller
shaft universal jelnts.

a balanced multi-grade oil, may be used throughout the year
in angines which are in good condition.

extreme pressure gear
oil for use in the hypoid
rear axde, goarbox and
stearing gearboo.

If oil consumption presents a problem after your car has covered a considerable mileage, then it is advisable to use the next heavier Castrol grade insummer
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Do not ask for * XL"™ wlun'yw require CASTROL XL. Ask for ““CASTROL XL’ and see it drawn from a CASTROL container. Tastrol is marketed as a product and Ins carefully d in ise
3 iti The additi other or eannot improve it and in some cases can prove harmful.  While Castrol grades (except Castrol R} will mix with other mineral oils, full benefit cannot be derived unless

WARNING.
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the correct Castrol grade iz used by itself.
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OUTER TIE ROD BALL JOINTS 2 nipples

OUTER TIE ROD BALL JOINTS 2 nipples
ol LOWER WISHBONE OUTER BUSHES 2 nipples
'3*'5_’:_.‘ STEERING SWIVEL 2 nipples ;1?;::1]:« :"lssxlnvc;rs OUTER BUSHES :n:p;b;es
5 SLAVE DROP ARM PIVOT I nipple nipples

s

Apply CASTROLEASE LM GREASE with 3 or 4 strokes of
the grease gun at the nipples indicated,

Mote: As on olternotive to CASTROLEASE LM GREASE, CASTROLEASE CL
GREASE may be used.

Apply CASTROLEASE LM GREASE with 3 or 4 strokes of
the grease gun at the nipples Indicated.

Note: As an alternative to CASTROLEASE (M
GREASE, CASTROLEASE CL GREASE may be used.

FRONT WHEEL HUB. Remove nave plate and apply

CASTROLEASE LM GREASE at nipple exposed. On

later TR2Z and all TR3 models remove hub and liberally coat :

rollers and races with new grease every 12,000 miles. =
FRONT WHEEL HUB. Remove nave plate and apply :
CASTROLEASE LM GREASE at nipple exposed. On A9 4

fater TR2 and all TR} models remove hub and liberally coat
rollers and races with the new grease every 12,000 miles.

STEERING GEAR BOX. Check oll level and replenish if
necessary to level of filler orifice with CASTROL HYPOY
GEAR OIL.

Every

250

miles

OVERSEAS

CASTROL HYPOY GEAR OIL
CASTROL HYPOY LIGHT GEAR OIL

Alr Temp. above 10°F.

Alr Temp. below 10°F. ENGINE. Check oll level and replenish If necessary with

CASTROL XL In summer CASTROLITE in winter.

Every 3,000 miles drain off old oil while warm and refill
with fresh CASTROL XL in summer. CASTROLITE
in winter. If a multi-grade oil is preferred. and the engine Is
in good mechanical conditien, then CASTROLITE may be
used throughout the year.

Capacity: 10 plats and | pint for filter.

GEAR BOX. Check oll level and replenish If necessary with OVERSEAS
CASTROL HYPOY GEAR OIL. Alr temp. over 70°F. CASTROL XXL
Every 12,000 miles, remove drain plug, drain off old il 40°F. to 70°F. CASTROL XL
while warm, replace plug and refill with fresh CASTROL 10°F. to 40°F. CASTROLITE
HYPOY GEA; DIL -10°F. to 10°F. CASTROL Z
Capacity |} pints. With overdrive 2 pints. Below —10°F. CASTROL ZZ
OVERSEAS
Alr temp. over 70°F CASTROL XXL
10°F to 70°F CASTROL XL
Below |10°F CASTROLITE

PROPELLER SHAFT SPLINES | nipple
UNIVERSAL JOINTS 2 nipples
Every 6,000 miles on models made before 1960,

Apply CASTROLEASE LM GREASE with the grease-g.ln
to the nipple on the Propeller Shaft Splines and CASTROL
HI-PRESS GEAR OIL with the oll gun to the nipples on
the unlyersal Joints.

REAR AXLE. Check oil level and If below bottom thread
replenish with CASTROL HYPOY GEAR OIL.

Every 6,000 miles remove drain plug, drain off old oil while
warm replace plug and refill with fresh CASTROL HYPOY
GEAR OIL.

Capacity: 1§ pints.

Alr temp. above 10°F
Alr temp. below 10°F

OVERSEAS
CASTROL HYPOY GEAR OIL
CASTROL HYPOY LIGHT GEAR OIL

REAR WHEEL HUBS. Apply CASTROLEASE LM
GREASE with 5 strokes of the grease gun at the nipples
indicated.

Note: As an alternative to CASTROLEASE LM GREASE, CASTROLEASE CL

OIL CAN ALSO REQUIRING ATTENTION GREASE may be used.

Every 6,000 miles. DISTRIBUTOR Indicated thus [J—= Withdraw the rotor arm and apply a few drops of CASTROLITE around edge of screw.
of clean engine oil to the pivots to lubricate the cam bearings and distributor spindle. Apply a smear of ENGINE OIL to the distributor cam.
CARBURETTOR DASHPOTS. Remove brass plug from the top of each carburettor and top up with ENGINE OIL to the level of the Inner hollow shaft.

Also apply CASTROLITE to the throttle intake. Do NMOT cll the bearings of the transverse red.
HAND BRAKE LEVER. Apply a few drops of CASTROLITE.
DOOR LOCKS, HINGES, NET SAFETY CATCH, BOOT, SPARE WHEEL LOCKS and various CONTROL LINKAGES. Apply a few drops of CASTROLITE.

Every 12,000 miles. (6,000 miles on later TR3 models). DYNAMO Indicated thus Oo— Apply afew drops of EMGINE OIL through the hole in the centre of the rear end cap.

Add a single drop

inst frost. Use 3§ pints

Daily. RADIATOR. Check level of coolant and top up if necessary. In winter, CASTROL ANTI-FREEZE should be used to protect the system a,
eater Is fitted, then the

of CASTROL ANTI-FREEZE to give protection down to 47°F. of frost, or 4} pints to give protection down to 60°F. of frost. Where no
quantity of anti-freeze should be reduced by } pint.

Woeekly. Check BATTERY maintain level to tops of separators—DISTILLED WATER.

Every 1,000 miles. HYDRAULIC BRAKE AND CLUTCH RESERVOIR Indicated thus [>—= Check level and replenish, if necessary, with the correct fluid.

Every 6,000 miles. ENGINE WATER PUMP Indicated thus Apply CASTOLEASE LM GREASE with 5 strokes of the grease gun to the nipple indicated.
CLUTCH SHAFT BEARINGS Indicated thus @—P Apply CASTROLEASE LM GREASE with one stroke of the grease gun at the nipples indicated.

AIR CLEANERS. Remove and wash in Fctllfol, soak the gauzes In ENGINE OIL and allow to drain before refitting.
uel,

OIL FILLER CAP. Remove, swill cap In dry off and refit.
REAR ROAD SPRENE"S'. Clean ang spray with CASTROL PENETRATING OIL or paint with ENGINE OIL. Do not lubricate the rubber bushes.

HANDBRAKE CABLE AND COMPENSATOR Indicated thus ¢@—— Apply CASTROLEASE BRAKE CABLE GREASE to the cable (| nipple) and CASTROLEASE

LM GREASE to the compensator (2 nipples on later TR3 models.)
OIL CLEANER. Renew filtering cartridge.

TYRE PRESSURES

_ENL“ — MICHEUN =X* T
FRONT 22 Ibs.jsq. In. 24 Ibs.fsq. in.
T REAR | 24 Ibejsq. In. 28 Ibs.isq. in.

This Chart has been checked and approved by the Maonufacturers:—

THE STANDARD MOTOR COMPANY LIMITED, COVENTRY
issued by CASTROL LIMITED, CASTROL HOWUSE, MARYLEBONE ROAD, LONDOMN, N.W.I.
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